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Instruction Manual

Model: Twi-mvx2-1B
Function: Two Wire Isolated Transmitter

|nput; B X=2:4-20 mA
[1 X=3: 0-1 mA
[1 X=4:10-50 mA
[J X=6: 0-10 VDC
U x=7:

B 4-20mA

Serial #:

(If special or required)

For Technical Assistance And Questions Call
USA: (734) 677-0459 CANADA: (905) 660-5336




Inc.

Model: TWI-MVX2-TB

Manufacturers of Process

Controls and Instrumentation

Two Wire Isolated Transmitter

NRTL/C

Standard features:

High Input to Output Isolation (800 VAC Test)
Small Size - Fits on Terminal Block Rail
Industry Standard 4-20 mA Output

Industry Standard Input Ranges

Wide Operating Range (12 to 60 VDC)

High Noise Rejection

CSA and NRTL Approved (LR 51078)

Function:

The TWI-MVX2-TB is an isolated two wire transmitter
that comes in a small, easy to install package. Ithasa
universal DIN mount which makes it ideal for
installation into crowded control panels.

The TWI-MVX2-TB is loop-powered from the 4-20 mA
output loop making it ideal as a front end isolator for
PLC's where:

1) The input to the PLC has +24V & Input only (no
common), as itappears as a tw-wire transmitter.

2)PLC's inputs need to be isolated

3) An already loaded loop is to be tapped into for PLC
monitoring. The TWI-MVX2-TB poses a very small
additional load on the existing loop.

Specifications:

Isolation: 800 VAC (Test)
Operating Power: 12to 60 VDC
Accuracy/Linearity: +/-0.2% max., +/- 0.1% typ.
Response Time: 100 msec to 63% of final value

400 msec to 99% of final value
Temperature Effects: +/-0.025% per Deg.C.
Driftat25Deg. C.: 24 Hours: +/-0.1%

30 Days: +/-0.2%

Operating Temperature:-20 Deg. C. to + 50 Deg. C.

Input Impedance: varies, depending on input
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TWI-MVX2-TB

Dimensions:
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Manufactured By:

Model Designation:

TWI-MVX2-TB

Input

2:4-20 mA (Zin=2.5 ohms)
3: 0-1 mA (Zin= 50 ohms)

7: Special Input

Example: Isolator with 4-20 mA Input &
4-20mA Output is designated by:
TWI-MV22-TB

USA: -
‘w InC Pribusin Inc.
3938 Trade Center Drive

- - Ann Arbor, MI 48108-2072
www.pribusin.com Ph: (734) 677-0459

info@pribusin.com Fx: (734) 677-0861
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CANADA:

Pribusin Inc.

101 Freshway Dr. Unit 57
Concord, Ontario, L4K 1R9
Ph: (905) 660-5336

Fx: (905) 660-4068

Subject to change without notice



